TREE REPLACEMENT SCHEDULE

CODE NUMBER

SCIENTIFIC NAME COMMON NAME SIZE UNIT

QUANTITY

A2006514

QUERCUS BICOLOR SWAMP WHITE OAK 1-3/4" EACH

31

REVISED - 8-10-0%

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS

OTHERWISE NOTED.

TREE REPLACEMENT SCHEDULE

EROSION
FOR SILT FENCE

CONTROL DETAILS

e

ROADWAY

SHOULDER

3m (107)—
MIN.

90.4

SUBGRADE REPLACEMENT

PATCH

EXISTING PAVEMENT

GEOTECHNICAL REINFORCEMENT

REVISED - 1-09-08

\

\150 (6)(CA6 OR CALO)
NOTES:

THE CA 6 OR CA 10 SHALL BE COMPACTED IN A MANNER
APPROVED BY THE ENGINEER. IF THE MOISTURE CONTENT
OF THE MATERIAL IS SUCH THAT COMPACTION SATISFACTORY
TO THE ENGINEER CANNOT BE OBTAINED, SUFFICIENT WATER
SHALL BE ADDED SO THAT SATISFACTORY COMPACTION

CAN BE OBTAINED.

THE CA 6 OR CA 10 WILL BE PAID FOR AT THE CONTRACT UNIT PRICE
PER CU YD FOR GRANULAR SUBGRADE REPLACEMENT

THE GEOTECHNICAL REINFORCEMENT WILL BE PAID FOR
AT THE CONTRACT UNIT PRICE PER SQ YD FOR
GEOTECHNICAL REINFORCEMENT

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
OTHERWISE NOTED.
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STEEL WIRE *

FORE OR
BACKSLOPE

-d‘\TRENCH - 150 x 150 (6 x &) (MINIMUM)

* FOR BELTLESS FABRIC ONLY
POSTS AT 2.4m (8') SPACING

DETAILS OF SILT FENCE

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
OTHERWISE NOTED.

REVISBEVISHD-22-01
REVISED -
REVISED -

REGION 2 / DISTRICT 2 STANDARD 303

FAP. TOTAL | SHEET
RTE. SECTION COUNTY |SHEETS| NO.

{40R)T WINNEBAGO 67 a1

CONTRACT NO. 64C65

REVISED -

SCALE: 50.0060 '/ IN| SHEET NO.

SUBGRADE REPLACEMENT

97 4 PLOT DATE = Mon Aug B4 11:37:50 2008
]

OF SHEETS | STA. TO STA. FED. ROAD DIST. NO.  [ILLINOIS|FED. AID PROJECT

EROSION CONTROL DETAILS FOR SILT FENCE




